
NITTA Tools

Nitta's PolySprint tools make it quick and easy to replace broken belts with 

minimal downtime. Our presses are designed with  small pro�les to �t into 

tight spaces, so there is no need to disassemble the machine.

Precise indexing system,

Allows user to punch aligned 10mm pitch 

�ngers in stages across the width of the belt

Finger Puncher
FP120-10-50,  FP120-10-100

Automated heating and cooling press.

Easy operation and excellent �nishing.

Press
NPS-1210-1/2 

We can supply your required width of the 

presetters, up to 100mm. 

You can easily operate tools onsite with 

these accessories.

Accessories

Presetter
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ISO9001,ISO14001
OHSAS18001
JUSE-RA-105
JUSE-RG-045
JUSE-OG-011

The specification is subject to change for improvement without notice.
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Precise indexing system, 
Allows user to punch aligned 10mm pitch �ngers
in stages across the width of the belt

Type Features

Size
Max. Belt

Width
(mm)

Max. Belt
Thickness

(mm)

PolySprint Tools Specifications

W (mm) H (mm)L (mm)

Wt.
(kg) Finger Length x Pitch (mm)

NPS-1210-1

NPS-1210-2

� Heating Press

9.5 ～200100 6.0 230 320 180
70 x 10

120 x 10
Automated heating 
and cooling press

Type Features Power

Size
Max. Belt

Width
(mm)

Max. Belt
Thickness

(mm) W (mm) H (mm)L (mm)

Wt.
(kg)

Temp.
(ºC)Finger Length x Pitch (mm)


